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FACILITY PERMIT TO OPERATE 
BUILDING MATERIALS MANUFACTURING CORP. 

 
 
 
 
 

Facility Equipment and Requirements 
(Section D) 

 
 
 
 
This section consists of a table listing all permitted equipment at the facility, facility wide 
requirements, all individual Permits to Construct and Permits to Operate issued to various equipment 
at the facility, and Rule 219-exempt equipment subject to source-specific requirements.  Each permit 
and Rule 219-exempt equipment will list operating conditions including periodic monitoring 
requirements, and applicable emission limits and requirements that the equipment is subject to.  Also 
included is the rule origin and authority of each emission limit and permit condition. 
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FACILITY PERMIT TO OPERATE 
BUILDING MATERIALS MANUFACTURING CORP. 

PERMITTED EQUIPMENT LIST 
 
 
THE FOLLOWING IS A LIST OF ALL PERMITS TO CONSTRUCT AND PERMITS TO OPERATE AT THIS 
FACILITY: 
 

Application number Permit to Operate number Equipment description 
428182 F76244 BAGHOUSE 
428185 F76245 TANK 
428204 F76246 TANK 
428205 F76247 TANK 
357021 F32462 STORAGE TANK 
428206 F76248 BAGHOUSE 
357023 F32464 STORAGE TANK 
357024 F32465 STORAGE SILO 
428207 F76260 BAGHOUSE 
357026 F32467 SAND STORAGE SILO 
357027 F32468 BAGHOUSE 
428216 F76256 INLINE ASPHALT ROOFING MACH. NO. 1 
357024 F32465 FILLER STORAGE SILO 
370855 F76234 BAGHOUSE 
471870  ELECTROSTATIC PRECIPITATOR 
385410 F76235 MIXER 
452539  INLINE ASPHALT ROOFING MACH. NO. 2 
357005 F32619 MIXER 
357006 F32620 ICE 
357007 F32621 STORAGE SILO 
357008 F32622 DUST COLLECTOR  
357013 F32624 TALC STORAGE TANK 
410287 F76236 BAGHOUSE 
410290 F76237 BAGHOUSE 
428208 F76249 BAGHOUSE 
410849 F76238 BAGHOUSE 
422852 F76243 ELECTROSTATIC PRECIPITATOR 
356997 F33567 STORAGE TANK 
356998 F33569 BAGHOUSE 
356999 F33570 BAGHOUSE 
357000 F33575 STORAGE SILO 
369244 F76223 GRANULE RECEIVING & STORAGE 
398164 F65902 HEATER 
405251 F65900 BAGHOUSE 
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Application number Permit to Operate number Equipment description 
422843 F76239 ELECTROSTATIC PRECIPITATOR 
422848 F76240 ELECTROSTATIC PRECIPITATOR 
422850 F76241 ELECTROSTATIC PRECIPITATOR 
422851 F76242 ELECTROSTATIC PRECIPITATOR 
428217 F76258 ELECTROSTATIC PRECIPITATOR 
368088  BAGHOUSE 
456852  CONVEYOR, LOADING/UNLOADING 
 
 
 
 
NOTE:  EQUIPMENT LISTED ABOVE THAT HAVE NO CORRESPONDING PERMITS TO OPERATE NUMBER 
ARE ISSUED PERMITS TO CONSTRUCT.  THE ISSUANCE OR DENIAL OF THEIR PERMITS TO OPERATE IS 
SUBJECT TO ENGINEERING FINAL REVIEW.  ANY OTHER APPLICATIONS THAT ARE STILL BEING 
PROCESSED AND HAVE NOT BEEN ISSUED PERMITS TO CONSTRUCT OR PERMITS TO OPERATE WILL 
NOT BE FOUND IN THIS TITLE V PERMIT. 
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FACILITY PERMIT TO OPERATE 
BUILDING MATERIALS MANUFACTURING CORP. 

FACILITY WIDE CONDITION(S) 
 
 
Condition(s): 
 
1. EXCEPT FOR OPEN ABRASIVE BLASTING OPERATIONS, THE OPERATOR SHALL NOT 

DISCHARGE INTO THE ATMOSPHERE FROM ANY SINGLE SOURCE OF EMISSIONS WHATSOEVER 
ANY AIR CONTAMINANT FOR A PERIOD OR PERIODS AGGREGATING MORE THAN THREE 
MINUTES IN ANY ONE HOUR WHICH IS: 

 
A. AS DARK OR DARKER IN SHADE AS THAT DESIGNATED NO. 1 ON THE RINGLEMANN 

CHART, AS PUBLISHED BY THE UNITED STATES BUREAU OF MINES; OR 
B. OF SUCH OPACITY AS TO OBSCURE AN OBSERVER’S VIEW TO A DEGREE EQUAL TO OR 

GREATER THAN DOES SMOKE DESCRIBED IN SUBPARAGRAPH (A) OF THIS CONDITION. 
[RULE 401] 

 
2. THE OPERATOR SHALL NOT USE FUEL OIL CONTAINING SULFUR COMPOUNDS IN EXCESS OF 

0.05 PERCENT BY WEIGHT. 
[RULE 431.2] 

 
3. AFTER JUNE 1, 2004, THE OPERATOR SHALL NOT PURCHASE ANY DIESEL FUEL UNLESS THE 

FUEL IS LOW SULFUR DIESEL FOR WHICH THE SULFUR CONTENT SHALL NOT EXCEED 15 PPM 
BY WEIGHT AS SUPPLIED BY THE SUPPLIER 
[RULE 431.2] 
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PERMIT TO OPERATE 
 

 Permit No. F76244 
 A/N 428182 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-69, LMC WEST, MODEL 14116.6 AERODYNE, WITH TWENTY FOUR POLYESTER 

BAGS, EACH 12" DIAMETER X 6'-4" L., 477 SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 5-HP BLOWER, VENTING A FILLER USE BIN.  
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES WATER COLUMN, THE 

STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
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EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
6. THE OPERATOR SHALL DISCHARGE DUST COLLECTED IN THIS EQUIPMENT ONLY INTO 

CLOSED CONTAINERS OR BACK TO PROCESS. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76245 
 A/N 428185 
 
Equipment Description: 
 
TANK T-2A, ASPHALT COATING STORAGE, 30,000 GALLON CAPACITY, 25 HP UNLOADING PUMP 
(COMMON TO ASPHALT STORAGE TANK T-2C). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76246 
 A/N 428204 
Equipment Description: 
 
TANK T-2B, ASPHALT COATING STORAGE, 30,000 GALLON CAPACITY, 25 HP UNLOADING PUMP 
(COMMON TO ASPHALT STORAGE TANK T-2C). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 

 
 
 
 
 
 
 
 
 
 
 



  Section D  Page 11 
  Facility I.D.#: 119940 
  Revision #: DRAFT 
  Date: March 28, 2008 
 
 

FACILITY PERMIT TO OPERATE 
BUILDING MATERIALS MANUFACTURING CORP. 

PERMIT TO OPERATE 
 

 Permit No. F76247 
 A/N 428205 
 
Equipment Description: 
 
TANK T-2C, ASPHALT COATING STORAGE, 30,000 GALLON CAPACITY, 25-HP UNLOADING PUMP.  
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32462 
 A/N 357021 
 
Equipment Description: 
 
STORAGE TANK, T-4, SELF-SEAL ASPHALT, 10,000 GALLON, 7.5 HP AGITATOR, VENTS TO AIR 
POLLUTION CONTROL ELECTROSTATIC PRECIPITATOR. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS TOTALLY VENTED TO FUNCTIONAL 

AIR POLLUTION CONTROL EQUIPMENT WHICH IS OPERATING UNDER A VALID PERMIT ISSUED 
BY THIS DISTRICT. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76248 
 A/N 428206 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-89, FULLER DRACCO, ROW PULSE FIILTER, MODEL 8 X 8, WITH SIXTY-FOUR 

FILTER BAGS, EACH 8” DIA. X 8’-5” L., 1,139 SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 15-HP BLOWER, VENTING A GRANITE FILLER HEATER (E-88). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES WATER COLUMN, THE 

STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
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WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
6. THE OPERATOR SHALL DISCHARGE DUST COLLECTED IN THIS EQUIPMENT ONLY INTO 

CLOSED CONTAINERS OR BACK TO PROCESS. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32464 
 A/N 357023 
 
Equipment Description: 
 
STORAGE TANK, T-3, STEEP ASPHALT, 10,000 GALLON, 15 HP UPLOADING PUMP; (COMMON TO SELF- 
SEAL ASPHALT TANK) 10 HP AGITATOR; VENTS TO AIR POLLUTION CONTROL ELECTROSTATIC  
PRECIPITATOR.  TOTAL 25-HP. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS TOTALLY VENTED TO FUNCTIONAL 

AIR POLLUTION CONTROL EQUIPMENT WHICH IS OPERATING UNDER A VALID PERMIT ISSUED 
BY THIS DISTRICT. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
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TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32465 
 A/N 357024 
 
Equipment Description: 
 
FILLER STORAGE SILO, T-69, 51,600 GALLON CAPACITY, 2 HP ROTARY VALVE, VENTS TO AIR 
POLLUTION CONTROL BAGHOUSE. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS TOTALLY VENTED TO FUNCTIONAL 

AIR POLLUTION CONTROL EQUIPMENT WHICH IS OPERATING UNDER A VALID PERMIT ISSUED 
BY THIS DISTRICT. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76260 
 A/N 428207 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-69A, AERODYNE SUPER JET, MODEL 14124.6, WITH FILTER TWENTY-FOUR FILTER 

BAGS, EACH 9” DIA. X 6’ LONG, 339 SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 15-HP BLOWER VENTING A FILLER STORAGE SILO.  
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES WATER COLUMN, THE 

STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
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THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32467 
 A/N 357026 
 
Equipment Description: 
 
SAND STORAGE SILO, T-53, 22,440 GALLONS CAPACITY; TWO 125 HP PNEUMATIC CONVEYORS, 1,300 
CFM @ 18 PSI, ONE STANDBY (COMMON) PNEUMATIC RECEIVING LINE; VENTS TO AIR POLLUTION 
CONTROL BAGHOUSE.  
 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS TOTALLY VENTED TO FUNCTIONAL 

AIR POLLUTION CONTROL EQUIPMENT WHICH IS OPERATING UNDER A VALID PERMIT BY THIS 
DISTRICT.  
[RULE 1303(a)(1)-BACT] 

 
4. NO MORE THAN ONE PNEUMATIC CONVEYOR SYSTEM SHALL OPERATE AT ONE TIME. 
 [RULE 1303(b)(2)-OFFSET] 
 
Periodic Monitoring: 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 
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C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32468 
 A/N 357027 
 
Equipment Description: 
 
AIR POLLUTION CONTROL BAGHOUSE, F-1, W.W. SLY MANUFACTURING COMPANY “MULTI-SEAL”  
DYNACLONE DUST FILTER #6, 8’-0” LONG X 8’-0” WIDE, X 10’-0” HIGH, SEVENTY-TWO FILTER BAGS,  
TOTAL CLOTH AREA 1,584 SQUARE FEET, 30 HP NEW YORK BLOWER RATED 10,000 CFM, 5 HP CLARAGE  
INDUSTRIAL FAN 1,000 CFM, 0.75 HP ROTARY VALVE, 0.25 CLEANING MOTOR; VENTS UNWINDING AND  
FESTOONING SECTIONS OF ASPHLT ROOFING MACHINE. TOTAL – 36 HP. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
5. THE OPERATOR SHALL DISCHARGE DUST COLLECTED IN THIS EQUIPMENT ONLY INTO 

CLOSED CONTAINERS OR BACK TO PROCESS. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76256 
 A/N 428216 
 
Equipment Description: 
 
INLINE ASPHALT ROOFING MACHINE NO. 1, CONSISTING OF THE FOLLOWING: 
 
DRY MAT LOOPER SECTION 
1. UNWIND STAND, 2-HP 
2. SLICE TABLE, 2-KW 
3. DRY LOOPER, 2-HP 
4. MAT HEATERS, 1.08 MMBTU/HR TOTAL, NATURAL GAS FIRED, WITH 18 LOW NOX INFRA-RAD 

BURNERS, 0.06 MMBTU/HR EACH, ECLIPSE, MODEL NO. 67IR, WITH OXYGEN TRIM AND FLUE 
GAS RECIRCULATION. 

5. SHOCK ROLL 
6. PULL ROLL, 7.5-HP 
7. WEB GUIDE, ¼-HP  
 
FILLER HEATER SECTION 
1. COLD BIN T-51  
2. COLD BIN ROTARY M-51 
3. FILLER HEATER E-88 
4. FILLER HOT BIN T-88 
5. HOT BIN ROTARY M-89 
 
COATING SECTION 
1. COATER M-625, 100 GALS. 
2. SCREW PUMPS P-17A, P-17B, P-17C, 10-HP EACH, 30-HP TOTAL. 
3. SURGE TANK T-17, 1380 GALS. 
4. SCREW PUMP P-91, 15-HP 
5. MIX TANK T-91, 1380 GALS. 
6. MIXER M-90, 40-HP 
7. PUMP P2A, 7.5-HP 
8. SCREW PUMP C-90, 3-HP 
 
SLATE SECTION 
1. BLENDER M-626, 1-HP 
2. GRANULE  BINS, 17 TOTAL, 1400 LBS. EACH. 
3. BUCKET CONVEYOR C-17 
4. BUCKET ELEVATOR C-24 
5. SAND FLUTED ROLL 
6. SCREW CONVEYOR RM-20, 2-HP 
7. SAND APPLICATION BIN T-56, 20,000 LBS. 
8. SAND BLOWER B-55, 50-HP10. BELT CONVEYOR, DIVERTER, 1 HP 
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COOLING SECTION 
1. SEVEN COOLING SUPPLY BLOWERS, EACH 8,000 CFM AND 15-HP. 
2. TWO EXHAUST BLOWERS, EACH 5,000 CFM AND 15-HP. 
3. WATER SPRAYS 
4. PLENUMS 1-7 
5. FINISH LOOPER, 50-HP. 
 
PACKAGING SECTION 
1. SENTINEL SELF SEAL APPLICATOR 
2. CUTTING 
3. AUTO CATCHER 
4. WRAPPER 
5. PALLETIZER 
THE FOLLOWING EQUIPMENT ARE COMMON WITH INLINE ASPHALT ROOFING MACHINE NO. 2 
6. SELF SEAL MIX TANK T-5, 1,500 GALS, HOT OIL HEATED, 5-HP AGITATOR, 7.5-HP SCREW CONV. 
7. SELF SEAL RUN TANK T-6, 1,500 GALS, HOT OIL HEATED, 5-HP AGITATOR. 
8. GRAND SEQUOIA SELF SEAL APPLICATOR 
9. GRAND SEQUOIA LAMINATOR 
10. CUTTING 
11. AUTO CATCHER 
12. WRAPPER 
13. PALLETIZER  
14. TIMBERLINE SELF SEAL APPLICATOR 
15. TIMBERLINE LAMINATOR  
16. CUTTING  
17. AUTO CATCHER  
18. WRAPPER 
19. PALLETIZER 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT] 

 
4) THE MAXIMUM AMOUNT OF ROOFING MATERIAL PROCESSED IN THIS EQUIPMENT IS LIMITED 

TO 45,990 TONS IN ANY ONE MONTH. 
[RULE 1303(b)(2)-OFFSETS] 
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Periodic Monitoring: 
 
5) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 

 
7) CO: 2000 PMV, RULE 407 
 PM: 0.1 GR/SCF, RULE 409 
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PERMIT TO OPERATE 
 

 Permit No. F76234 
 A/N 370855 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. DUST COLLECTOR, F-108, TORIT, MODEL NO. DFT-3-36, WITH 36 FILTER CARTRIDGES, EACH 

13.75” DIA. X 2’-2” L., 9144 SQ.FT. TOTAL FILTER AREA.  
 
2. EXHAUST SYTEM WITH A 100 HP BLOWER, VENTING SEVENTEEN GRANULE BINS, AND 

BLENDER (M-106) OF THE “INLINE ASPHALT ROOFING MACHINE NO.2”. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE MAINTAINED TO INDICATE, IN INCHES WATER COLUMN, 

THE STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
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ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
6. THE OPERATOR SHALL DISCHARGE DUST COLLECTED IN THIS EQUIPMENT ONLY INTO 

CLOSED CONTAINERS OR BACK TO PROCESS. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO CONSTRUCT 
 

 Permit No.  
 A/N 471870 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, F-107, UNITED AIR SPECIALTIES, MODEL PSH 24-3, THREE 

PASS, WITH A TOTAL OF 24 CELLS. 
 
2. EXHAUST SYTEM WITH A 15 HP BLOWER, B-107, VENTING THE COATER, COATING SURGE 

TANK, T-103, AND THE MIXER, A-109, IN THE “INLINE ASPHALT ROOFING MACHINE NO.2”. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THE TEMPERATURE OF THE GAS AT THE INLET TO THE ELECTROSTATIC PRECIPITATOR SHALL 

BE CONTINUOUSLY MONITORED AND RECORDED AND THE RECORDS KEPT FOR FIVE YEARS 
AND MADE AVAILABLE TO THE DISTRICT UPON REQUEST. 
[109, 1303(b)(2)-OFFSET, RULE 3004(a)(4)] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 
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C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76235 
 A/N 385410 
 
Equipment Description: 
 
MIXER, T-302, LAMINATING ADHESIVE, 1,600 GALLON CAPACITY, HOT OIL HEATED, WITH AN 
AGITATOR, 3 HP, AND TRANSFER PUMP, 5 HP.  
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT BY THE EXECUTIVE OFFICER.  
[RULE 1303(a)(1)-BACT] 

 
4. THE MAXIMUM AMOUNT OF POWDERED MATERIAL ADDED TO THIS MIXER SHALL BE 

LIMITED TO 750,000 POUNDS PER MONTH. 
[RULE 1303(b)(2)-OFFSET] 

 
Periodic Monitoring: 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 
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C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 

 
 
 



  Section D  Page 36 
  Facility I.D.#: 119940 
  Revision #: DRAFT 
  Date: March 28, 2008 
 
 

FACILITY PERMIT TO OPERATE 
BUILDING MATERIALS MANUFACTURING CORP. 

PERMIT TO OPERATE 
 

 Permit No.  
 A/N 452539 
 
Equipment Description: 
 
INLINE ASPHALT ROOFING MACHINE NO. 2, CONSISTING OF: 
 
A. DRY MAT LOOPER 
 

1. UNWIND STAND, 2 HP 
2. SLICE TABLE, 2 KW 
3. DRY LOOPER, 2 HP 
4. MAT HEATERS, 0.72 MMBTU/HR TOTAL, NATURAL GAS FIRED, WITH 12 LOW NOX 

INFRA-RAD BURNERS, 0.06 MMBTU/HR EACH, ECLIPSE, MODEL NO. 67IR. 
5. SHOCK ROLL 
6. PULL ROLLS, 7 ½ HP  
7. WEB GUIDE, ¼ HP  

 
B. FILLER HEATER SECTION 
 

1. COLD BIN, T-101, WITH ROTARY, M-101. 
2. FILLER HOT BIN, T-109, 5’ W. X 18’ L. X 6’ H., 4-COMPARTMENT, WITH HOT OIL HEAT 

TRANSFER COILS, E-109, AND ROTARY, M-109. 
3. PNEUMATIC CONVEYOR, 100-HP. 
4. PNEUMATIC CONVEYOR, 125-HP. 
 

C. COATING SECTION 
 

1. SCREW CONVEYOR, C-109, FILLER, 4.5 HP. 
2. MIXER, A-109, ASPHALT AND FILLER, 20 HP.  
3. MIX TANK, T-203, 1,380 GALS. 
4. SCREW PUMP, P-203, 10 HP. 
5. SURGE TANK, T-103, 1,380 GALS. 
6. SCREW PUMP, P-103A, 10 HP.  
7. SCREW PUMP, P-103B, 10 HP. 
8. COATER, M-105, 75 GALS. 
 

D. SLATE SECTION  
 

1. BUCKET ELEVATOR, C-116, 10 HP. 
2. BELT CONVEYOR, C-117, 3 HP. 
3. GRANULE BINS, 17 TOTAL, EACH 1,285 GALS. 
4. BLENDER, M-106, 1-HP. 
5. SAND FLUTED ROLL, M629C. 
6. SCREW CONVEYOR, RM-20, 3-HP. 
7. SAND USE BIN, T-104, 10,000 LBS. 

 8. SAND BLOWER, 50-HP. 
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E. COOLING SECTION  
 
 1. THREE EXHAUST BLOWERS, EACH 50,000 CFM AND 30-HP. 
 2. EIGHT SUPPLY BLOWERS, EACH 8,000 CFM AND 15-HP. 
 3. WATER SPRAYS. 
 4. PLENUMS, 1-6. 
 5. FINISH LOOPER, 50-HP. 
 
F. PACKAGING 
 
 1. ROLL WINDER. 

THE FOLLOWING ARE COMMON TO LINE NO. 1: 
2. SELF SEAL MIX TANK, T-5, 1,500 GALS, HOT OIL HEATED, 5-HP AGITATOR, 7.5-HP SCREW 

CONVEYOR. 
 3. SELF SEAL RUN TANK, T-6, 1,500 GALS, HOT OIL HEATED, 5-HP AGITATOR. 

4. GRAND SEQUOIA SELF SEAL APPLICATOR. 
5. GRAND SEQUOIA LAMINATOR. 
6. CUTTING. 
7. AUTO CATCHER. 
8. WRAPPER. 
9. PALLETIZER. 
10. TIMBERLINE SELF SEAL APPLICATOR. 
11. TIMBERLINE LAMINATOR. 
12. CUTTING. 
13. AUTO CATCHER. 
14. WRAPPER. 
15. PALLETIZER. 

 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT BY THE EXECUTIVE OFFICER. 

 [RULE 1303(a)(1)-BACT] 
 
4) THE MAXIMUM PRODUCTION OF ASPHALT ROOFING PRODUCED BY THIS EQUIPMENT SHALL 

NOT EXCEED 22,500 TONS IN ANY ONE MONTH. 
 [RULE 1303(b)(2)-OFFSET] 
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Periodic Monitoring: 
 
4) THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
 
Emissions And Requirements: 
 
5) THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 

 
6) CO: 2000 PPMV, RULE 407 
 PM: 0.1 GR/SCF, RULE 409 
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PERMIT TO OPERATE 
 

 Permit No. F32619 
 A/N 357005 
 
Equipment Description: 
 
MIXER, T-301, LAMINATING ADHESIVE, 1600 GALLON CAPACITY, HOT OIL HEATED, WITH AN  
AGITATOR, 3 HP AND TRANSFER PUMP, 5 HP. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS TOTALLY VENTED TO AIR 

POLLUTION CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN 
OPERATING PERMIT BY THE EXECUTIVE OFFICER. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32620 
 A/N 357006 
 
Equipment Description: 
 
INTERNAL COMBUSTION ENGINE, J-3, CUMMINS, MODEL 6BT8.3-G, DIESEL FUELED, 6 CYLINDERS, 
FOUR CYCLE, TURBOCHARGED/INTERCOOLED, 166 BHP, DRIVING AN EMERGENCY ELECTRIC 
GENERATOR. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. AN ELAPSED OPERATING TIME METER SHALL BE INSTALLED IN THIS ENGINE.  

[RULE 1304(a)(4) - MODELING/OFFSET EXEMPTION] 
 
4. THIS EQUIPMENT SHALL COMPLY WITH RULE 1110.2. 

[RULE 1110.2] 
 
5. THIS EQUIPMENT SHALL OPERATE LESS THAN 200 HOURS PER YEAR. 

[RULE 1304(a)(4) - MODELING/OFFSET EXEMPTION] 
 
Periodic Monitoring: 
 
6. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A SEMI-ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE SEMI-ANNUAL PERIOD.  THE ROUTINE SEMI-ANNUAL INSPECTION SHALL BE 
CONDUCTED WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF 
ANY VISIBLE EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT 
LAST MORE THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 
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C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32621 
 A/N 357007 
 
Equipment Description: 
 
LIMESTONE RECEIVING, STORAGE AND CONVEYING SYSTEM CONSISTING OF: 
 
1. STORAGE SILO, LIMESTONE, 12’-0” DIA X 70’-0” H., 5100 CUBIC FEET CAPACITY AND A VENT 

DUST COLLECTOR, 265 SQ.FT. FILTER AREA. 
 
2. BLOWER, UNLOADER, 100 HP.  
 
3. WEIGH HOPPER.  
 
4. BIN DISCHARGE. 
 
5. SCREW CONVEYOR, 7.5 HP. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THE MAXIMUM AMOUNT OF LIMESTONE RECEIVED IN THIS EQUIPMENT SHALL NOT EXCEED 

1200 TONS IN ANY ONE DAY. 
[RULE 1303(b)(2)-OFFSET] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
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THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32622 
 A/N 357008 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. DUST COLLECTOR, F-5, W.W. SLY MANUFACTURING COMPANY, MULTISEAL DYACLONE NO. 11. 

13’-0” L X 8’-0” W X 10’-0” H., WITH 48 DUST HOG MODEL FJH 48-4 FILTER CARTRIDGES, WITH A 
TOTAL FILTER AREA OF 10848 SQUARE FEET, 5 HP CLARAGE INDUSTRIAL FAN, 0.25 HP 
TRAVELER, 10 HP PNEUMATIC BLOWER, 0.75 HP ROTARY VALVE, 0.75 HP SCREW CONVEYOR. 

 
2. EXHAUST BLOWER, 100 HP, VENTING SURFACE AND WINDING STATIONS OF THE INLINE 

ASPHALT ROOFING MACHINE, SHINGLE LINE.  
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES WATER COLUMN, THE 

STATIC PRESSURE DIFFERENTIAL ACROSS THE FILTER CARTRIDGES. 
[RULE 1303(a)(1)-BACT] 

 
4. MATERIAL COLLECTED IN THE DUST COLLECTOR SHALL DISCHARGE INTO CLOSED 

CONTAINERS AND/OR RETURNED TO THE PROCESS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
5. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 
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[RULE 3004 (a)(4)] 
 
6. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F32624 
 A/N 357013 
 
Equipment Description: 
 
SAND STORAGE SILO, T-54, 22,440 GALLONS; PNEUMATIC RECEIVING LINE; 2 HP AIR LOCK, VENTS TO 
AIR POLLUTION CONTROL BAGHOUSE. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS TOTALLY VENTED TO FUNCTIONAL 

AIR POLLUTION CONTROL EQUIPMENT WHICH IS OPERATING UNDER A VALID PERMIT BY THIS 
DISTRICT. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76236 
 A/N 410287 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. DUST COLLECTOR, F-54, LMC WEST, MODEL 25-VSD-6, WITH 25 FILTER CARTRIDGES, 1,037.5 

SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 5-HP BLOWER VENTING A SAND STORAGE SILO (T-54). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE MAINTAINED TO INDICATE, IN INCHES WATER COLUMN, 

THE STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED 
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WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76237 
 A/N 410290 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. DUST COLLECTOR, F-53, LMC WEST, MODEL 25-VSD-6, WITH 25 FILTER CARTRIDGES, 1,037.5 

SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 5-HP BLOWER VENTING A SAND STORAGE SILO (T-53). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE MAINTAINED TO INDICATE, IN INCHES WATER COLUMN, 

THE STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
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EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76249 
 A/N 428208 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-56, AERODYNE, MODEL 14109.6, WITH NINE POLYESTER BAGS, EACH 8” DIA X  

6’-0” L., 113 SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 3-HP BLOWER VENTING A SAND USE BIN (T-51). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE MAINTAINED TO INDICATE, IN INCHES WATER COLUMN, 

THE STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
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THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76238 
 A/N 410849 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. DUST COLLECTOR, T-105, NOL-TEC SYSTEMS, MODEL 238, 84-NT-36, REVERSE AIR TYPE WITH 25 

FILTER CARTRIDGES, 890 SQ. FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYTEM WITH A 5-HP BLOWER, VENTING A SAND USE BIN (T-104) OF THE “INLINE 

ASPHALT ROOFING MACHINE NO. 2”. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE MAINTAINED TO INDICATE, IN INCHES WATER COLUMN, 

THE STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(b)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
5. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
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ENTIRE QUARTERLY PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
6. THE OPERATOR SHALL DISCHARGE DUST COLLECTED IN THIS EQUIPMENT ONLY INTO 

CLOSED CONTAINERS OR BACK TO PROCESS. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76243 
 A/N 422852 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, F-2, UNITED AIR SPECIALISTS, MODEL MS-20-3, THREE STAGE, 

1.5 KW. 
 
2. EXHAUST SYSTEM WITH A 40-HP BLOWER, VENTING A MIXER, MIX TANK, SCREW PUMP, 

SURGE TANK, THREE SCREW PUMPS, COATER, SENTINEL, GRAND SEQUOIA AND TIMBERLINE 
SELF SEALS, ROLL WINDER, GRAND SEQUOIA AND TIMBERLINE LAMINATORS, AND AS BACK-
UP FOR FOUR ASPHALT STORAGE TANKS. 

 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
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EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F33567 
 A/N 356997 
 
Equipment Description: 
 
STORAGE TANK, T-2D, ASPHALT, 30,000 GALLON CAPACITY, 12’-0” DIA X 40’-0” L. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED A PERMIT TO 
OPERATE BY THIS DISTRICT. 
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F33569 
 A/N 356998 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-100, DYNAMIC AIR MODU-KLEEN, MODEL 84A-36, REVERSE AIR TYPE, WITH 368 

SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST SYSTEM WITH A 15-HP BLOWER, B-100, VENTING A FILLER STORAGE SILO, T-100. 
 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
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HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F33570 
 A/N 356999 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-105, DYNAMIC AIR MODU-KLEEN, MODEL 84A-25, REVERSE AIR TYPE, WITH 256 

SQ.FT. OF FILTER AREA. 
  
2. EXHAUST SYTEM WITH A 1 ½ HP BLOWER, B-104, VENTING A TALC SURGE BIN, T-105, AND THE 

GRANULE SURGE BIN, T-104, IN THE INLINE ASPHALT ROOFING MACHINE NO. 2. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
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HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
5. THE OPERATOR SHALL DISCHARGE DUST COLLECTED IN THIS EQUIPMENT ONLY INTO 

CLOSED CONTAINERS OR BACK TO PROCESS. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
6. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F33575 
 A/N 357000 
 
Equipment Description: 
 
STORAGE SILO, T-100, FILTER, 6600 CU.FT. CAPACITY WITH A PNEUMATIC FILL DUCT. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THIS EQUIPMENT SHALL NOT BE OPERATED UNLESS IT IS VENTED ONLY TO AIR POLLUTION 

CONTROL EQUIPMENT WHICH IS IN FULL USE AND WHICH HAS BEEN ISSUED AN OPERATING 
PERMIT TO OPERATE BY THE EXECUTIVE OFFICER.  
[RULE 1303(a)(1)-BACT] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76223 
 A/N 369244 
 
Equipment Description: 
 
GRANULE RECEIVING AND STORAGE SYSTEM CONSISTING OF: 
 
1. BELT CONVEYOR, PORTABLE, RAILROAD CAR UNLOADING, 3 HP.  
 
2. BELT CONVEYOR, C-19, TRUCK UNLOADING, 3 HP.  
 
3. BUCKET ELEVATOR, C-20, UNLOADING, 25 HP. 
 
4. BELT CONVEYOR, C-21, GRANULE SHUTTLE, 3 HP.  
 
5. BELT CONVEYOR, C-113, GRANULE, 2 HP.  
 
6. BELT CONVEYOR, C-114, GRANULE 3 HP.  
 
7. FOURTEEN STORAGE SILOS, T-21A, T-21B, T-21C, T-21D, T-21E, T-21F, T-21G, T-21H, T-21I, T-21J, T-

21K, T-21L, T-21M, AND T-21N, GRANULE, 200 TON CAPACITY EACH.  
 
8. STORAGE SILO, T-21O, GRANULE, 8-TON CAPACITY. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. THE MAXIMUM AMOUNT OF MATERIAL RECEIVED BY THIS SYSTEM SHALL BE LIMITED TO 

36,000 TONS PER MONTH. 
[RULE 1303(b)(2)-OFFSETS] 

 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
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EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F65902 
 A/N 398164 
 
Equipment Description: 
 
HEATER, HOT OIL, NO. 1 UIP ENGINEERED PROD. CORP., MODEL 100G-40, 16,800,000 BTU/HR, WITH AN 
INDUSTRIAL COMBUSTION LOW NOX BURNER, MODEL LNDG-252P-20, NATURAL GAS AND AMBER 363 
OIL FIRED WITH A 30 HP COMBUSTION AIR BLOWER AND A FLUE GAS RECIRCULATION (FGR) SYSTEM 
WITH A 15 HP FGR BLOWER, AND OXYGEN TRIM SYSTEM. 
 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3) THIS HEATER SHALL BE FIRED ON NATURAL GAS OR AMBER 363 ONLY. 
 [RULE 1303(b)(2)-OFFSET] 
 
4) THE OPERATOR SHALL NOT USE AMBER 363 EXCEPT UNDER THE FOLLOWING 

CIRCUMSTANCE(S): 
 
NATURAL GAS CURTAILMENT 

 [RULE 1303(b)(2)-OFFSET] 
 
5) THE FLUE GAS RECIRCULATION SYSTEM SHALL BE IN FULL USE WHENEVER THE HEATER 

STACK TEMPERATURE EXCEEDS 200 DEGREES FAHRENHEIT. 
 [RULE 1146] 
 
6) THE OPERATOR SHALL MAINTAIN AN INDICATING INSTRUMENT TO ACCURATELY MEASURE 

THE HEATER STACK TEMPERATURE. 
 [RULE 1146] 
 
7) THE OPERATOR SHALL INSTALL AND MAINTAIN A NON-RESETTABLE TOTALIZING FUEL 

METER TO ACCURATELY INDICATE THE FUEL USAGE OF THE HEATER. 
 [RULE 1303(b)(2)-OFFSET] 
 
8) FOR THE PURPOSES OF THE CONDITION NO. 6, A NON-RESETTABLE TOTALIZING FUEL METER 

SHALL BE DEFINED AS A SEPARATE NON-RESETTABLE TOTALIZING FUEL METER FOR EACH 
FUEL TO BE USED. 

 [RULE 1303(b)(2)-OFFSET] 
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9) NOT MORE THAN 9,216,000 CUBIC FEET OF NATURAL GAS FUEL SHALL BE USED IN THIS 

EQUIPMENT IN ANY ONE MONTH. 
 [RULE 1303(b)(2)-OFFSET] 
 
10) THE BURNER SHALL BE EQUIPPED WITH A CONTROL SYSTEM CONSISTING OF LINKAGES, 

RODS, CAMS AND MOTORS TO (AUTOMATICALLY) REGULATE COMBUSTION AIR, FUEL AND 
(RECIRCULATED FLUE GAS) AS THE HEATER LOAD VARIES.  THIS (AUTOMATIC) CONTROL 
SYSTEM SHALL BE ADJUSTED AND TUNED AT LEAST TWICE A YEAR ACCORDING TO THE 
MANUFACTURER'S SPECIFICATIONS TO MAINTAIN ITS ABILITY TO REPEAT THE SAME 
PERFORMANCE AT THE SAME FIRING RATE. 

 [RULE 1146] 
 
 
Periodic Monitoring: 
 
11) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE CO EMISSION LIMIT(S) BY 

CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON-AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

 

12) THE OPERATOR SHALL DETERMINE COMPLIANCE WITH THE NOX EMISSION LIMIT(S) BY 
CONDUCTING A TEST AT LEAST ONCE EVERY FIVE YEARS USING A PORTABLE ANALYZER 
AND AQMD-APPROVED TEST METHOD OR , IF NOT AVAILABLE, A NON- AQMD APPROVED TEST 
METHOD.  THE TEST SHALL BE CONDUCTED WHEN THE EQUIPMENT IS OPERATING UNDER 
NORMAL CONDITIONS TO DEMONSTRATE COMPLIANCE WITH RULE 1146 CONCENTRATION 
LIMIT.  THE OPERATOR SHALL COMPLY WITH ALL GENERAL TESTING, REPORTING, AND 
RECORDKEEPING REQUIREMENTS IN SECTIONS E AND K OF THIS PERMIT. 
[RULE 3004 (a)(4)] 

 
 
Emissions And Requirements: 
 
CO: 2000 PPMV, RULE 407 
CO: 400 PPMV, RULE 1146 
NOx: 40 PPMV, RULE 1146 
PM: 0.1 GR/SCF, RULE 409 
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PERMIT TO OPERATE 
 

 Permit No. F65900 
 A/N 405251 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-208, LMC WEST, MODEL 169-FTD-12, PULSE JET TYPE, WITH 169 BAGS, 

POLYESTER, WITH TOTAL FILTER AREA OF 3,380 SQ. FT. 
 
2. EXHAUST BLOWER, 60 HP, VENTING UNWIND STATION AND DRY LOOPER OF THE INLINE 

ASPHALT ROOFING MACHINE, SHINGLE LINE.  
 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES WATER COLUMN, THE 

STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
4. MATERIAL COLLECTED IN THE DUST COLLECTOR SHALL DISCHARGE INTO CLOSED 

CONTAINERS AND/OR RETURNED TO THE PROCESS. 
[RULE 1303(a)(1)-BACT] 

 
 
Periodic Monitoring: 
 
5. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
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THE INSPECTION. 
[RULE 3004 (a)(4)] 

 
6. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76239 
 A/N 422843 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, ESP-3, TRION, MODEL T1300, DOUBLE PASS, 0.9 KW. 
 
2. EXHAUST SYSTEM WITH A 1-HP BLOWER, VENTING THREE ASPHALT STORAGE TANKS (T-1, T-3, 

T-4). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
4. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76240 
 A/N 422848 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, ESP-4, TRION, MODEL T5200, DOUBLE PASS, 2.9 KW. 
 
2. EXHAUST SYSTEM WITH A 5-HP BLOWER, VENTING A SELF-SEAL MIX TANK (T-5), AND A RUN 

TANK  (T-6). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
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REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
4. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76241 
 A/N 422850 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, ESP-1, TRION, MODEL T1300, DOUBLE PASS, 0.9 KW. 
 
2. EXHAUST SYSTEM WITH A 1-HP BLOWER, VENTING A SURGE TANK (T-203), AND A MIXER 

(T-103). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
4. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76242 
 A/N 422851 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, ESP-5, TRION, MODEL T5200, DOUBLE PASS, 2.9 KW. 
 
2. EXHAUST SYSTEM WITH A 5-HP BLOWER, VENTING TWO LAMINATING ADHESIVE MIXERS 

(T-301, T-302), AND AN ASPHALT MIXER (T-303). 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
4. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No. F76258 
 A/N 428217 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. ELECTROSTATIC PRECIPITATOR, ESP-2, TRION, MODEL T1300, DOUBLE PASS, 0.9 KW. 
 
2. EXHAUST SYSTEM WITH A 1-HP BLOWER, VENTING FOUR ASPHALT COATING STORAGE TANKS 

(T-2A, T-2B, T-2C, T-2D) 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
Periodic Monitoring: 
 
3. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 
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THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

 
Emissions And Requirements: 
 
4. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No.  
 A/N 368088 
 
Equipment Description: 
 
AIR POLLUTION CONTROL SYSTEM CONSISTING OF: 
 
1. BAGHOUSE, F-101, FLEX-KLEEN, MODEL NO. 100COSBS121111G, PULSE JET TYPE, WITH 121 

NOMEX FILTER BAGS, EACH 9.25” DIA. X 8’-4” L., 1,537 SQ.FT. TOTAL FILTER AREA. 
 
2. EXHAUST BLOWER, 15-HP, VENTING A FILLER HEATER AND A FILLER HOT BIN.  
 
 
Conditions: 
 
1) OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2) THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. A MECHANICAL GAUGE SHALL BE INSTALLED TO INDICATE, IN INCHES WATER COLUMN, THE 

STATIC PRESSURE DIFFERENTIAL ACROSS THE BAGS. 
[RULE 1303(a)(1)-BACT] 

 
4. MATERIAL COLLECTED IN THE DUST COLLECTOR SHALL DISCHARGE INTO CLOSED 

CONTAINERS AND/OR RETURNED TO THE PROCESS. 
[RULE 1303(a)(1)-BACT] 

 
 
Periodic Monitoring: 
 
5. THE OPERATOR SHALL PERFORM AN ANNUAL INSPECTION OF THE EQUIPMENT AND FILTER 

MEDIA FOR LEAKS, BROKEN OR TORN FILTER MEDIA AND IMPROPERLY INSTALLED FILTER 
MEDIA.  THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, 
FOR THE FOLLOWING PARAMETER(S) OR ITEM(S): 

A. THE NAME OF THE PERSON PERFORMING THE INSPECTION AND/OR MAINTENANCE OF THE 
FILTER MEDIA; 

B. THE DATE, TIME AND RESULTS OF THE INSPECTION; AND 

C. THE DATE, TIME AND DESCRIPTION OF ANY MAINTENANCE OR REPAIRS RESULTING FROM 
THE INSPECTION. 

[RULE 3004 (a)(4)] 
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6. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
A QUARTERLY BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE QUARTERLY PERIOD.  THE ROUTINE QUARTERLY INSPECTION SHALL BE CONDUCTED 
WHILE THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED, THE OPERATOR 
SHALL TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN ACCORDANCE 
WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; AND 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED. 
[RULE 3004 (a)(4)] 

 
 
Emissions And Requirements: 
 
7. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 404, SEE APPENDIX B FOR EMISSION LIMITS. 
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PERMIT TO OPERATE 
 

 Permit No.  
 A/N 456852 
 
Equipment Description: 
 
CONVEYOR, BELT, PORTABLE, RAILCAR UNLOADING AND TRUCK LOADING, DRIVEN AND PROPELLED 
BY SEPARATE RULE 219 EXEMPT INTERNAL COMBUSTION ENGINES. 
 
Conditions: 
 
1. OPERATION OF THIS EQUIPMENT SHALL BE CONDUCTED IN ACCORDANCE WITH ALL DATA 

AND SPECIFICATIONS SUBMITTED WITH THE APPLICATION UNDER WHICH THIS PERMIT IS 
ISSUED UNLESS OTHERWISE NOTED BELOW. 
[RULE 204] 

 
2. THIS EQUIPMENT SHALL BE PROPERLY MAINTAINED AND KEPT IN GOOD OPERATING 

CONDITION AT ALL TIMES. 
[RULE 204] 

 
3. NOT MORE THAN 8,736 TONS OF MATERIAL SHALL BE PROCESSED THROUGH THIS EQUIPMENT 

IN ANY ONE MONTH. 
 [RULE 1303(b)(2)-OFFSET] 
 
Periodic Monitoring: 
 
4. THE OPERATOR SHALL CONDUCT AN INSPECTION FOR VISIBLE EMISSIONS FROM ALL STACKS 

AND OTHER EMISSION POINTS OF THIS EQUIPMENT WHENEVER THERE IS A PUBLIC 
COMPLAINT OF VISIBLE EMISSIONS, WHENEVER VISIBLE EMISSIONS ARE OBSERVED, AND ON 
AN ANNUAL BASIS, AT LEAST, UNLESS THE EQUIPMENT DID NOT OPERATE DURING THE 
ENTIRE ANNUAL PERIOD.  THE ROUTINE ANNUAL INSPECTION SHALL BE CONDUCTED WHILE 
THE EQUIPMENT IS IN OPERATION AND DURING DAYLIGHT HOURS.  IF ANY VISIBLE 
EMISSIONS (NOT INCLUDING CONDENSED WATER VAPOR) ARE DETECTED THAT LAST MORE 
THAN THREE MINUTES IN ANY ONE-HOUR, THE OPERATOR SHALL EITHER: 

A. VERIFY AND CERTIFY WITHIN 24 HOURS THAT THE EQUIPMENT CAUSING THE EMISSION 
AND ANY ASSOCIATED AIR POLLUTION CONTROL EQUIPMENT ARE OPERATING 
NORMALLY ACCORDING TO THEIR DESIGN AND STANDARD PROCEDURES AND UNDER 
THE SAME CONDITIONS UNDER WHICH COMPLIANCE WAS ACHIEVED IN THE PAST; 

B. TAKE CORRECTIVE ACTION(S) THAT ELIMINATES THE VISIBLE EMISSIONS WITHIN 24 
HOURS AND REPORT THE VISIBLE EMISSIONS AS A POTENTIAL DEVIATION IN 
ACCORDANCE WITH THE REPORTING REQUIREMENTS IN SECTION K OF THIS PERMIT; OR 

C. HAVE A CARB-CERTIFIED SMOKE READER DETERMINE COMPLIANCE WITH THE OPACITY 
STANDARD, USING EPA METHOD 9 OR THE PROCEDURES IN THE CARB MANUAL “VISIBLE 
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EMISSION EVALUATION”, WITHIN THREE BUSINESS DAYS AND REPORT ANY DEVIATIONS 
TO AQMD. 

THE OPERATOR SHALL KEEP THE RECORDS IN ACCORDANCE WITH THE RECORDKEEPING 
REQUIREMENTS IN SECTION K OF THIS PERMIT AND THE FOLLOWING RECORDS: 

A. STACK OR EMISSION POINT IDENTIFICATION; 

B. DESCRIPTION OF ANY CORRECTIVE ACTIONS TAKEN TO ABATE VISIBLE EMISSIONS; 

C. DATE AND TIME VISIBLE EMISSION WAS ABATED; AND 

D. VISIBLE EMISSION OBSERVATION RECORDED BY A CERTIFIED SMOKE READER. 
[RULE 3004 (a)(4)] 

Emissions And Requirements: 
 
5. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATIONS: 
 
PM: RULE 405, SEE APPENDIX B FOR EMISSION LIMITS. 
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RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMENT, COATING EQUIPMENT, PORTABLE, ARCHITECTURAL COATINGS. 
 
Periodic Monitoring: 
 
1. THE OPERATOR SHALL KEEP RECORDS, IN A MANNER APPROVED BY THE DISTRICT, FOR THE 

FOLLOWING PARAMETER(S) OR ITEM(S): 
 
FOR ARCHITECTURAL APPLICATIONS WHERE NO THINNERS, REDUCERS, OR OTHER VOC 
CONATINING MATERIALS ARE ADDED, MAINTAIN SEMI-ANNUA L RECORDS OF ALL COATINGS 
CONSISITING OF (a) COATING TYPE, (b) VOC CONTENT AS SUPPLIED IN GRAMS PER LITER (g/l) 
OF MATERIALS FOR LOW-SOLIDS COATINGS, (c) VOC CONTENT AS SUPPLIED IN g/l OF 
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING. 
 
FOR OTHER ARCHITECTURAL APPLICATIONS WHERE THINNERS, REDUCERS, OR OTHER VOC 
CONATINING MATERIALS ARE ADDED, MAINTAIN DAILY RECORDS FOR EACH COATING 
CONSITING OF (a) COATING TYPE, (b) VOC CONTENT AS APPLIED IN GRAMS PER LITER (g/l) OF 
MATERIALS USED FOR LOW-SOLIDS COATINGS, (c) VOC CONTENT AS APPLIED IN g/l OF 
COATING, LESS WATER AND EXEMPT SOLVENT, FOR OTHER COATING. 

[RULE 3004 (a) (4)] 

 
Emissions And Requirements: 
 
2. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 
VOC: RULE 1113, SEE APPENDIX B FOR EMISSION LIMITS 
VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMENT, HAND WIPING OPERATIONS. 
 
Emissions And Requirements: 
 
1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 

VOC: RULE 1171, SEE APPENDIX B FOR EMISSION LIMITS 
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RULE 219 EQUIPMENT 
 

Equipment Description: 
 
RULE 219 EXEMPT EQUIPMENT, AIR CONDITIONING UNITS. 
 
Emissions And Requirements: 
 
1. THIS EQUIPMENT IS SUBJECT TO THE APPLICABLE REQUIREMENTS OF THE FOLLOWING RULES 

AND REGULATION: 
 

VOC: RULE 1415 
 
 


